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MWRDGC Green Infrastructure Program
2022 LaGrange Park Green Alley Project
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Municipal Consultants

Civil Engineers

Established 1911

9933 Roosevelt Road

Westchester, IL, 60154-2780

Phone: 708-865-0300
www.ehancock.com

 EXISTING TYPICAL CROSS SECTION 
 ALLEY TO BE IMPROVED 

RIGHT-OF-WAY, 16'

ASPHALT ALLEYWAY (NO
DEFINED WIDTH OR DEPTH) 1'1'

PROPOSED SUB-GRADE
ELEVATION EARTH EXCAVATION

FOR ALLEY PAVEMENT

EXISTING AGGREGATE BASE ± 9"

EXISTING HOT-MIX
ASPHALT ± 4" (TYP)

RIGHT-OF-WAY, 16'

POROUS BRICK PAVERS
RECTANGULAR PAVERS, 3-1/8"

COLOR: SIERRA
8" PORTLAND CEMENT
CONCRETE ALLEY PAVEMENT

4'

 PROPOSED TYPICAL SECTION 

1' 1'5.0' 5.0'

AGGREGATE, CA-7

AGGREGATE, CA-1

GEOTECHNICAL FILTER FABRIC
TO BE WRAPPED ON ALL
SIDES OF CA-1

4"
18

" 
A

N
D

V
A

R
IA

B
LE

2.7%
(TYP.)

2.7%
(TYP.)

TRIAXIAL GRID FOR GROUND STABILIZATION
PLACED ON TOP OF GEOTECHNICAL FILTER FABRIC

NOTES
1.  GEOTECHNICAL FILTER FABRIC SHALL BE A WOVEN GEOTEXTILE FABRIC WITH A05 OR 0.5MM, MEETING

MATERIALSPECIFICATION 592

2.  ALL CA-1, CA-7, AND CA-16 SHALL BE VIRGIN WASHED AND FREE OF FINES.
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